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Intumescent Fire Box

DESCRIPTION

Burning paper and liquids put through 
mail apertures in doors and walls can 
have devastating consequences, 
especially if premises are occupied. 

Nocturnal arson attacks on homes can 
be particularly worrying for domestic 
residents. The rigid firebox or flexible 
firebag protects mail slots, so homes 
and business can have the confidence 
that their premises are guarded against 
damaging and disruptive arson attacks. 

If petrol or other inflammable materials 
are placed into the box and then ignited, 
they are extinguished by the easily-
renewed intumescent material.

These products are safe to use because 
they do not contain liquids or gases. 
The intumescent lining puts out the 
flames.

REF: A B C D

FB1 360 300 170 375mm

FB2 360 300 90 375mm

FB3 360 300 200 400mm

FB4 675 600 300 600mm

FLEX1 335 335 130 420mm

USE

The firebox/bag fits onto the back of 
the door (illustration 1) or wall (optional 
rigid spout for metal boxes shown in 
illustration 2). 

Fire is extinguished by the intumescent 
material, which can be easily renewed. 
Rigid metal fireboxes are supplied with 
a hinged lid and flush lock as standard, 
but a hinged front door is available as 
an optional extra. 

Use the flexible firebag (illustration 3) in 
situations where doors open tightly onto 
walls, allowing full door opening.

ORDERING REFERENCES

Spouts up to 300mm long can be fitted 
to pass through walls. 

Flush locks are included in the price. 
Supplied in three standard colours: 
black, brown, and white (other colours 
available at extra cost). 

Please note that
fire boxes with a front door can be 
made to special order at extra cost.

FIRE BOX
Intumescent metal fire box and flexible bag
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